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NEVADA COUNTY FIRE SAFE STANDARDS 
EMERGENCY WATER STORAGE-TANK EXAMPLE. 

NOTE: ALL ADAPTERS SHALL BE OF BRASS, ALUMINUM, OR STAINLESS STEEL NATIONAL MALE HOSE THREAD. 

MINIMUM 4" PIPING MAY BE PVC OR IRON WITH THE RISER BEING IRON ONLY. THE RISER 
MUST BE SUPPORTED. 

TANK MAY BE CONSTRUCTED OF CONCRETE, STEEL, PLASTIC OR OTHER MATERIALS AS 
APPROVED AS COMPARABLE. 

RISER AND FDC MUST BE LOCATED NO CLOSER THAN 50' NOR FARTHER THAN 1000 FEET 
FROM THE STRUCTURE IT SERVES AND MUST BE MARKED WITH A BLUE REFLECTOR. 

IN LIEU OF A RISER, THE VALVE AND FDC MAY BE MOUNTED DIRECTLY ON THE TANK. 

EXAMPLE OF RISER SUPPORT, OTHER METHODS MAY BE USED WITH  APPROVAL. 
 
 

Example of hydrant/FDC and fittings 
 
 
 
 

Adapters for Fire 
Department Connection 

(FDC) 

 
Brace / support 

 
 
 
 

2-1
2" cap 

 
 
 

2-1  " x 4-1 " 4-1
2" x 4" 

 
 

UNI STRUT 

 

 
(Tanks greater than 5000 gallons 

2 2 Adapter Fire valve 
Adapter fitting Concrete pad require a permit). 

 
 
 
 

FDC to be a minimum 
18"above grade, max 24". 

Hydrant to be located 4'-12' 
from approved Turnout 

18" X 18'' X 4" 
Concrete pad 

4" minimum port 
size Max 6" above 

bottom of tank 

 
Pressure treated 2x frame with sand bed for tank to rest on.   
Or 3-1/2" concrete pad. (Inspection is not required for  pads). 

 

Thrust Blocks at 90 
degree turns in 

Transition from 4" PVC to 4" iron pipe 
riser including 90 degree connection 

Minimum of 4" Schedule 
40 PVC at least 12" below 
grade with sand backfill. 

underground piping. 

 
 

Revised Date:   5/29/2019 Revision By:  MF CAL-FIRE - NCFMO 

Blue Reflective Sign


